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Physical:   Height: 2.0 in (5.1 cm) | Width: 5.0in (12.7cm) | Depth: 7.0 in (17.8 cm) | Weight: 4 lbs (1.8 kg)
   Operating Temperate: 0 to 40 Degrees C | Storage: -10 to 85 Degrees C

Network:   10/100 Ethernet | Web, Telnet, SNMP, SMTP | Port assignable for Web and Telnet
   SSL Security on Web Control

Serial Port:   D9 Serial, Configured as DCE. to 115.2 Kbps Telnet
   

D/C Input:   9 to 36 VDC. One plugable, 2 screw terminal (+ , -)

Internal Modem:    Optional 56Kbps V.92 Global Compliance, Data and Tone Dial (DTMF) control
   

Switched Outlet:   Eight, 2 position plugable screw terminals. 5 Amps Max Per Outlet, 8 Amps Maximum Total

Additional  Features

  www.dataprobe.com/ibb-dc8/

For More Information

Speci�cations Subject to Change Without Notice

Integrate iBB-DC8 into your OEM application with direct TCP messaging protocol. 
Compatibility Mode for original iBB-N15 series products. (May require firmware update 
to iBB-DC8 Precision)

Direct TCP Messaging

AutoPing monitors network devices and auto reboots whenever trouble occurs. 16 
AutoPings per unit can be assigned to any outlet 

Automatic Reboot Operation / 
Autoping

Combine any outlets into logical groups and power up devices in sequence to reduce 
power surges

Group and Stagger

Get in-band and out-of Band control of your power for reboot anywhere anytime

 

Network, Serial Out-of-Band 
and Phone Access

Web, Telnet, SNMP and an optional Internal Modem with both data and touch tone 
power control

Multiple Control Options

128-Outlet Management with One IP Address and Web PageExpansion Port

Save, clone and manage multiple configurations; make deployment of similar units a 
snap

Setup and Control Utility


